COMMUN. MATH. SCI. (© 2009 International Press
Vol. 7, No. 3, pp. 719-740

A DISCRETE NETWORK APPROXIMATION FOR EFFECTIVE
CONDUCTIVITY OF NON-OHMIC HIGH-CONTRAST
COMPOSITES*

ALEXEI NOVIKOV'

Abstract. We develop a discrete network approximation to effective conductivity of high con-
trast, highly packed particulate composites with nonlinear constituent relations. The key tool is
the perforated medium approach, which provides a simple mathematical justification of the discrete
network approximation by variational techniques.
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1. Introduction

The understanding of the overall properties of particulate media is relevant to as-
pects of virtually every branch of science and engineering, especially materials science,
chemical engineering, biology, bioengineering, environmental science, geophysics, and
fluid dynamics. The overall properties of high-contrast particulate media are difficult
to calculate analytically and numerically. When the concentration of inclusions in the
hosting medium (matrix) is high, these properties can be approximated by analogous
properties of a discrete network [1-6, 13,16, 19, 28].

The discrete network approximation is useful because it is easy to implement
numerically, and at the same time it captures geometric patterns of the location of
inclusions in the matrix. The importance of geometric patterns in the evaluation
of the overall properties of high contrast particulate media can already be seen for
periodic composites. At moderate volume fraction a, the effective conductivity is of
the order of the conductivity of the matrix (see, for example, [23,24]). If, however,
the contrast ratio of the constituents is assumed to be oo, then for the same volume
fraction of disks (equal to w/4) for the hexagonal lattice, the effective conductivity
a = O(1) [6], while for the square lattice & = oo [18].

The first rigorous mathematical justification of a network approximation was de-
veloped in [7-10] for high-contrast media that arises in imaging. For particulate
composites and suspensions with linear constitutive relations, a network approxima-
tion was developed in [2-6]. The main objective of this paper is to develop and justify
a discrete network for particulate composites where the hosting medium has a nonlin-
ear constitutive relation. The main motivation of this work is to explain a perforated
medium approach, a mathematical tool that allows to construct discrete network ap-
proximations to effective properties of high-contrast materials. This approach allows
a simple derivation and justification of a discrete network approximation.

1.1. Formulation. Consider a two-dimensional model of a two-phase com-
posite that consists of a matrix in which a large number of perfectly conducting
inclusions are randomly distributed. The composite is modeled by a rectangle IT =
[-1, 1] x [-L, L]. The inclusions are modeled by identical non-overlapping disks B;
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720 DISCRETE NETWORK FOR HIGH-CONTRAST COMPOSITES

of radius R, i = 1,... N, where N is the number of inclusions, see figure 1.1. The
concentration of the inclusions is high, that is, the characteristic distance between
two neighboring inclusions is much smaller than their radius. Then the domain

Q=1\|JB (L1)

i=1

models the matrix of the composite.

FiGg. 1.1. Matriz with inclusions

The matrix is a (nonlinear) homogeneous medium, and we will assume that the
current-electric field relation is the power law:

J=|EP2E, p>2,peN. (1.2)

The electric field is determined by a potential E = —V¢(x,y), and the current field
is divergence free, V - J = 0. So in the matrix the electric potential satisfies

V- |Vo[P2Ve = 0. (1.3)
The inclusions are assumed to be ideally conducting:
Vé(z,y) =0, on B;;i=1,...,N. (1.4)

There are no sinks or sources inside the disks, which amounts to

/ n- Jds :/ |Vé[P~2n - Vds = 0. (1.5)
OB; 9B;
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As it is natural, when bulk effective properties are discussed, we impose the constant
applied field boundary conditions (Dirichlet boundary conditions on the top and the
bottom boundaries and Neumann boundary conditions on lateral boundaries):

a) ¢(z,+1) = +1, b) n- Vé(xL,y) = 0. (1.6)

The effective conductivity is

1 1
G = —— - E - p .
a 2|Y|/QJ drdy 8L/Q|V¢>| dzxdy

We will ignore the normalizing constant 8L and set
a :/ |Vo|Pdxdy. (1.7)
Q

1.2. Discrete network approximation. Our goal is to investigate @ in (1.7)
when the concentration of inclusions is high, and their geometric distribution is far
from periodic. For general composite materials homogenization, variational bounds
and other methods are used (see e.g. [25] for a good review of extensive literature
on the subject). These methods, however, do not provide an accurate description of
the effective properties of high-contrast particulate materials at high concentration
of particles, because such properties depend on singularities of the solutions, e.g.,
equations (1.3)—(1.7). These singularities occur exactly in the areas (necks) between
almost touching particles (see figure 1.3). The location of these singularities can be
characterized naturally by the location of edges in the discrete network. Therefore
networks, where vertices are the particles, naturally arise. Asymptotic discrete net-
work approximations on these graphs are then used to characterize these properties in
such materials (see, e.g., [1,13,16,19,28]). The effective conductivity a (1.7) or, more
generally, other bulk properties of a composite are then determined approximately
by the properties of this network. This representation by a network shows clearly
geometric patterns in a particulate medium, for example clusters of particles.

The discrete network approximation is a discrete network, which models the com-
posite, and a discrete energy, a function that approximates the value of the effective
conductivity. Here we give a conceptual description of the discrete network approxi-
mation, and review the rigorous construction in section 2.

The discrete network is the Delaunay triangulation, associated with the centers
of the inclusions: the vertices are centers of the inclusions and the edges are the
edges of the Delaunay triangulation, as depicted on figure 1.2. In addition to the N
vertices which correspond to inclusions we assign the vertex xy1 to the whole upper
boundary and xy 42 to the whole lower boundary, respectively. In order to define the
discrete energy we assign a potential! ¢; to each vertex x; and assign the local energy
9i5 = 9i;(IL;;, ;. t;) to each edge II;;. Then the discrete energy is

da = ti,ir:nli,p..,N;gij'ti — 7, iy =1, tnge = 1, (1.8)

where the summation is over all edges II;;.

INote that condition (1.4) implies that ¢ is a constant on each inclusion.



722 DISCRETE NETWORK FOR HIGH-CONTRAST COMPOSITES

Fic. 1.2. Particulate composite and its network

1.3. Approximation theorems. Rigorous mathematical justification of dis-
crete network approximation is based on geometric and asymptotic arguments which
are coupled together. As a result, all rigorous results [2-10] on construction of asymp-
totic discrete network approximations for high-contrast composites are complicated
and produced on a case by case basis. Such complicated constructions are not attrac-
tive for practitioners. The purpose of this paper is to address this issue by separating
the geometric and the asymptotic arguments.

The geometric argument says that a good approximation to effective conductivity
arises if only take into account nearest neighbor pairwise interactions. Mathematically
it means that it suffices to take into account only interaction of inclusions that are
connected by an edge in the Delaunay triangulation, as it is done in (1.8). Our first
theorem shows the error of such approximation.

THEOREM 1.1. (Pairwise interaction approzimation) The weights g;; in (1.8) could be
chosen so that the effective conductivity a (1.7) could be approzimated by the discrete
energy aq (1.8) in the sense that

tii=1,..., T ty,i=1,....N
k2 K3 k) HIJ

min an:gijlti - t]‘|p = a< min Z(gij + C)|1fi - tjlp, (19)
ij

where ty11 =1, tyro = —1, and the constant C = C(R, L) depends on the radius of

the inclusions R, and the size of the composite L.

Theorem 1.1 follows from variational upper and lower bounds obtained in Sec-
tions 2.2 and 2.3 respectively. The theorem says that if we take into account only
the effect of pairwise interaction between inclusions, then we make at most O(1)
error. Therefore, this theorem is ineffective, if the effective conductivity a is itself
O(1). The effective conductivity, however, becomes large when the concentration of
inclusions is high, because the weights g;; in (1.9) tend to oo as the interparticle
distance between the inclusions tends to zero (for a pair of inclusions B; and By, con-
nected by the edge II;;, the interparticle distance is the distance between their centers:
dij = |x; — x;] — 2R). The next lemma provides an explicit asymptotic behavior of

Gij-

LEMMA 1.2. (Asymptotics of gi;) Suppose the weights g;; are chosen as in Theo-
rem 1.1. Consider any two closely spaced inclusions B; and Bj, as depicted on figure
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F1G. 1.3. The hatched region is the neck between two netghbors

1.8. Suppose the interparticle distance between them is 0;5. Then
9ij — 97

> — 0, as 6;; — 0,
9i5

where the constants
gfj = G(JU) (110)

are given in the following table
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and a, are the coefficients of the Taylor series
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For a neck 11;; between an inclusion B; and the flat boundary j = N or j = N + 1.
gi; s given by

95 = 2" 1G(20;5). (1.12)
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The asymptotic argument relies on Lemma 1.2, and it allows us to conclude that if
all interparticle distances are sufficiently small, then a4 approximates a, as described
in the following theorem.

THEOREM 1.3. Suppose the dimension d = 2 or d = 3. Consider a high-contrast
power-law composite. Suppose for all IL;; we have that 6;; < 0, and the weights g;;
are chosen as in the Theorem 1.1. Then forp>d+1

6 =aal _ cgp-s/2, (1.13)

aq
where the constant C1 may depend on R and L only; forp=d =3

la — aql

< (%,
aq
forp=d=2
la—ad _ o5,
aq

forp=2,d=3

a—ad . C
aq - |1H5|

A few remarks are in order about Theorem 1.3. Firstly, the result estimates the
relative error of two asymptotically large quantities: the effective conductivity and
the energy of the discrete network. The latter is a simple polynomial. Its evaluation
is simpler, especially in three dimensions, than the evaluation of (1.7). This fact is the
main attractive feature of the discrete network approximation. Secondly, the discrete
network provides an approximation. The usefulness of this approximation should be
determined by the problem at hand: if computational complexity is an issue, but the
accuracy is less important, then the discrete network approximation is a good choice
for such computation; if, on the other hand, computational complexity is low, then
other methods, e.g. finite elements, might be more attractive. Thirdly, for composites
with a nonlinear constitutive relation, the constants g;; may depend on the value of ¢;
and t;. In our case g;; can be chosen independent of ¢;. Fourthly, it turns out that the
formulas in table 1.11 depend on the (possibly singular) curvature of the inclusions in
the necks. It implies that the analysis, presented in this paper, is directly applicable
to the case when inclusions are ellipses or rectangles. Finally, the main advantage of
the discrete network approximation can be seen when the concentration of inclusions
is high, for moderate concentrations discrete network approximation should be used
together with other methods of characterization of effective properties of composites.

Also note that the explicit asymptotic formulas for g;; are not computed in this
work. In table (1.11) we give 9g5;» which are only the leading asymptotic terms of
gij, as 0;;; — 0. Calculation of other singular terms in the asymptotic expansion
of gij could be done as in [4]. If we use gf; from table (1.11) instead of g;; in the
functional (1.8), then with such choice we will obtain worse error estimates, that are
summarized in the next Corollary.
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COROLLARY 1.4. Suppose the dimension d = 2 or d = 3. Consider a high-contrast
power-law composite. Suppose for all 11;; we have that 6;; < 5. Let

~O0 __ : Olt. _+.1P

ag =, min > gflti— 4l
Il

where the weights gf; are chosen as in the Lemma 1.2. Then forp > d+1,

la— ag| < 04, (1.14)

where the constant C' may depend on R and L only; forp=d =3

“‘%d'gcauna\;
Qq
forp=d=2
&_dg‘ <C\/3
o =
forp=2,d=3
| Toad| < c
g [ 1n 0]

Fic. 1.4. The conducting cluster in a composite with “holes”.

Further corollaries from Theorem 1.3 could be obtained, when we modify the
assumption that all 6;; < ¢, 6 < 1. This is the so-called close packing condition [5].
Composites that satisfy this condition are such that the inclusions form a perturbed
hexagonal close packing (cubic or hexagonal close packing in three dimensions). Hence
the previous theorem and the corollary cover only these composites. It is expected,
however, that the discrete network approximation is applicable to a wider range of
distributions of inclusions in a composite. Thus this assumption is restrictive and it is
desirable to relax it. A possible approach was suggested in [3, 6], where we introduced
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the 6 — N close packing condition, which loosely speaking allows for “holes” with
the perimeter of order N R in the conducting spanning cluster (see Fig. 1.4). Such
a generalization, however, cannot easily be generalized to three dimensions [3]. Our
proof of Theorem 1.3 allows us to avoid working with § — N close packing condition
and obtain a result, which is more general, it is applicable in three dimensions, and,
at the same time, it has a natural physical interpretation. The result is stated in the
next theorem, which we precede with the following definition.

DEFINITION 1.5. We say that a discrete network with vertices z;, i = 1,..., N,
contains a d-percolation cluster, if there is a sequence of vertices connecting the top
and the bottom boundary of the composite, such that their consecutive interparticle
distances are less than 6. More specifically, there exist vertices

X1y X2y ooy Xy such that2 6N+171 S 5, 5]@7]\/4_2 S 5, and&-,H_l S 5, 1= 1,2, .. .,k*]..

THEOREM 1.6. Theorem 1.3 and Corollary 1.4 hold for discrete networks that contain
d-percolation clusters.

The main objective of this work is to show how to separate geometric and asymp-
totic arguments in the construction of the discrete network approximation. This
objective dictated the organization of the paper. Section 2 is the main part of the
paper. We develop there a geometric theory of discrete networks, which is indepen-
dent of any asymptotic approximations. In particular, we prove there Theorem 1.1,
which, in contrast to previous works, does not require any asymptotic analysis. In
section 3 we present the asymptotic theory of discrete networks by proving Lemma 1.2
and Theorem 1.3. In section 4 we prove Theorem 1.6 only, since Corollary 1.4 is its
particular case.

2. Perforated medium approach

We explain here how a discrete network arises for (1.3)—(1.7) using the idea of a
perforated medium.

The key observation was made for a periodic matrix with linear constitutive rela-
tion by J.B. Keller in [18] (p = 2 in (1.3)): the dominant contribution to the effective
conductivity d comes from areas (necks) between closely spaced disks (see shaded
regions on figure 2.1(b)). As it follows from the asymptotic analysis in this paper, the
same observation holds true for power-law media with p > 1.5 in two dimensions and
p > 2 in three dimensions. Since p > 2 in (1.2), the observation is valid in our set-up:

a:/ \V¢|pdxdyz2/ |Vo|Pdady, (2.1)
Q 1, Vi

where II;; is the neck between the ¢th and jth disk (see figure 2.1(b)).

We can interpret the approximation (2.1) as an equivalence relation between
effective properties of two composites — the original one and the one perforated by
triangular holes. Physically it means the following. Imagine that the matrix occupies
only necks, and in the triangles we have voids. Then the effective conductivity of
the original composite is almost the same as the effective conductivity of a composite
perforated by triangular voids. Such a point of view is proven to be useful in analysis

2Recall that the bottom boundary is indexed by N + 1, and the top boundary is indexed by
N + 2.
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of diffusion at high Péclet numbers in stationary two-dimensional cell-like flows [27]
and the rate of viscous dissipation of a two-dimensional suspension of rigid particles
in an incompressible Stokesian fluid [4]. We call this matrix with triangular holes a
perforated medium:

I, =Q\ [ Au, =Jm;. (2.2)
4,3

.5,k

A rigorous construction of the triangular holes is based on the Voronoi tessellation
and it is summarized as follows (see also [6] and [3] for two- and three-dimensional
cases, respectively).

Consider the Voronoi tessellation associated with the centers of the inclusions. If
two Voronoi cells with centers at x; and x; share a common edge (face, in 3D), then
they are neighbors, and we connect them with an edge II;;; see figure 2.1.

By connecting the centers of inclusions with the corresponding vertices of its
Voronoi cell, we can find the vertices of triangles where the connecting lines intersect
boundaries of inclusions. This construction uniquely determines (up to some degen-
eracies) the triangle-neck partition as on figure 2.1(b), and therefore the perforated
domain. A more detailed description can be found in [6].

(a) Voronoi tessellation (b) Triangle-neck partition

Fic. 2.1. Perforated medium comprises inclusions and necks

The idea of a perforated medium is attractive, because it makes the appearance
of discrete networks intuitively clear. It also is very useful in the construction of
variational bounds. These bounds are based on variational principles, that we review
next.

2.1. Variational Principles. It is well-known [17] that the problem (1.3)-
(1.7) admits a variational formulation as follows. Let the potential ¢(z,y), be a
function from the functional space

V={peW"(Q): Vé(z,y) =0 on dB;; ¢(x,+1) = £1}, (2.3)
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and define an energy functional
16] = [ [VoPdady, o€ V. (24)
Q

Then the effective conductivity (1.7) is the minimum of this energy functional

a = minI[g), (2.5)
peV

moreover, the minimizer ¢ of (2.5) satisfies (1.4), (1.6) a) because ¢ € V, and (1.3),
(1.5), (1.6) b) because these are the Euler-Lagrange equations of the variational for-
mulation (2.5).

Using the Legendre transform, it is possible [17] to represent the effective con-
ductivity as the maximum value of the dual functional.

I'u) = {p/ |wP~2n - uds — (p — 1)/ u|pdxdy} , ueVr, (2.6)
y==+1 Q

where ds = +dx for y = +1, and the dual space
V= {u € LP(Q,R?) : V- |uf2u= O,/ |uP~2n-uds = 0,n- w(+L,y) = 0} . (2.7)
0B;

Above LP(Q,R?) = LP(Q)? denotes the space of vector valued functions u = (u1, uz),
such that ui(x,y) € LP(Q) and ua(z,y) € LP(Q).

Then the effective conductivity (1.7) is the maximum of this dual energy func-
tional:

G = max I"*[u], (2.8)
ucV'*
moreover, the maximizer of (2.8) satisfies u = V¢, where ¢ solves (1.3)—(1.6).

The main use of the variational formulation here (as well as in other problems in
Material Science, see [12,25] for extensive references; and in Fluid Dynamics [26, 27])
is to provide upper and lower estimates for the effective conductivity by choosing
appropriate trial functions from V and V*, respectively. Note that, as it is typical in
calculus of variations, the dual variational formulation (2.6), (2.7) is more complicated
than the original one (2.4), (2.3) mainly because the space V* is characterized by
constraints, which are more difficult to handle. As a result ‘good’ lower bounds are
much harder to obtain. A notion of a perforated medium, that we described above is
designed specifically to overcome this difficulty.

2.2. Variational lower bound. Since II, C @, then the effective conductivity
of the perforated domain does not exceed the effective conductivity of the whole
domain

%1\2 /HO [Vo|Pdady < a = g&r}/@ |Vo|Pdxdy, (2.9)

where the space V is defined in (2.3) and

Vo={peWHP(IL,) : ¢(x,y) =t; on OB;, ¢(x,+1) = £1}. (2.10)
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A significant advantage of the minimization over a perforated domain is that the
global minimization problem over II, can be split into two consecutive problems: one
of them is on a single neck Il;;, and the other one is a minimization problem of discrete
variables t;. This almost trivial observation is the key step in construction of effective
lower bounds for the effective conductivity, and we give this observation in more detail
in the next lemma.

LEMMA 2.1. (Iterative minimization lemma). Consider a high-contrast power-law
composite. Let I1, be its perforated domain. Then

min /H O Volrdudy =~ min > gilti = 17, with tyya =1, tygz = =1, (211)

where
9ij = min /n, |Vo[Pdzdy, ¢(z,y) € Vn,;, (2.12)
where the space
Vi, = {6 € WY (L) : 6(w,p)los, = 1/2,6(z,)los, = —1/2}.  (213)
Moreover the minimizer ¢ of (2.12) satisfies

V- |v¢‘p72v¢ = 07 fOT (xay) € Hij7

n- V(2 ) on = 0, @14)

where 3Hiij are ”lateral” boundaries of a neck as depicted on figure 2.2.

0B,
oI, oIl

y ij

ab;

F1G. 2.2. Neck 11;; and its boundary.

The proof of this lemma is elementary. It is given in [4] for a network model
of suspensions in an incompressible fluid, that satisfies a (linear) Stokes law. In the
general nonlinear case the coefficients g;; may depend on t; and t;. For a power-law
medium they do not depend on t; and ¢;, because if ¢ is the solution to (2.14), then
(ti —t;)¢ + (ti +t;)/2 is the solution to

V- |VoP2Ve =0, for (z,y) € I,
¢(x7y)|33i =t
o(z,y)los, = tj,

n-Vo(z, y)lpz = 0.

(2.15)



730 DISCRETE NETWORK FOR HIGH-CONTRAST COMPOSITES

A lower bound on g;; in (2.12) can be obtained using variational duality®:

gi; = max 73/ |u|p72n-udsf(p71)/ ulPdwdy| (2.16)
weVi. | 2 JoB,uoB,; I,

tJ

where the space
Vi, = {we LP(I1;;,R*) : V- |u/f ?u=0,n-u=0on 81‘[5 . (2.17)

Compare the spaces V* (2.7) and Vij = (2.17) and observe that the complicated
integral condition

|uP~2n - uds = 0
OB;
in (2.7) has no analog in (2.17). This simplification is raison d’étre of the perforated
medium. In our scalar case the simplification does not look so drastic, in vectorial
problems it is significant, see [4]. We conclude that Lemma 2.1 and inequality (2.9)
imply a lower bound on the effective conductivity:

q > i gt — t5]P, with ty gy =1, tyye = —1 2.1
a,ti,irznl{p_,N;gul i — 4|7, with vy =1, tno ; (2.18)

where g;; are given by (2.12).

2.3. Variational upper bound. The perforated medium approach provides
a natural variational lower bound, as described above. It does not, however, provide
an upper bound. In order to obtain such an upper bound, all previous works [2-10]
explicitly constructed trial fields for the direct variational formulation (2.4), (2.5) on
the whole domain ). These trial fields used the assumption that the inclusions are
closely spaced. As a consequence, the geometric step, and the asymptotic step of
the construction of the discrete network were not separated. Our next lemma allows
to do this separation.

LEMMA 2.2. As in Lemma (2.1) we denote

gy =min [ [VoPdady. ol.y) € Vi,
II

ij
then there is a constant C' = C(R, L), that depends on the radius of the inclusions R,
and the size of the composite L, such that we have an upper bound

a< ti7ir=nl{g_7NZ(gij + Ot — 4|7, with tyy =1, typo = —1. (2.19)
ij
Proof. Let ¢?je‘3k € Vi, (2.13) be the minimizer of the energy integral (2.12) on
the neck II;; described in Lemma 2.11. As we show in the next subsection 2.4, we
can obtain a crucial estimate

|v¢?jeCk| < Ca for ($7y) € aHZ]? (220)
where the constant C = C(R) depends on the radius of inclusions R only. Fix

3There is a factor of 2 in (2.16), compared to (2.6), because ¢ = £1/2 on the Dirichlet boundary
(inclusions), whereas ¢ = £1 on the corresponding Dirichlet boundary (upper and lower boundaries)
in (2.3).
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F1G. 2.3. Typical AABC = Ayji, half-necks are hatched.

an arbitrary ¢;, ¢ = 1,2,..., N, and for these ¢; define a function ¢,(z,y) on the
perforated domain IT as follows:

ti — )oK (2, y) + (8 +t5)/2, if (z,y) € Iy,
bo(2y) = (b5 = 1;)037 (2,9) + (8 +45)/2, 3 (@, y) € Ly
t;, if (z,y) € B;.
Clearly ¢, € V,, (defined by (2.10)) and
Vool < Clt; — tj], C = C(R) for (z,y) € OIL,;.

By the Kirszbraun theorem (see e.g. [15], p. 202) there is a Lipschitz continuous

triangle

extension ¢, of ¢, into each triangle A;;; (depicted on figure 2.3) so that

Vi (x,y)| < Cmax (|t — 5], |t — til, [t; — tx]), (2,9) € Aijr, C=C(R).

Consider a trial field ¢ such that

I ¢O($7y)a lf (‘T?y) € HO)
qb(x,y) = riangle :
d)zjk gl ($,y)7 if (l‘,y) € Azgk

By construction ¢ € V (defined by (2.3)), thus using the direct variational princi-
ple (2.4),(2.5) on the whole domain @ we obtain

a <Y gilti —t5P+C(R) D (Jti = t5] + |t — ti] + |t; — ta])” Area(As)
I Ajjk

< (gij +C) [t — 517,
Hi]‘

where the constant C = C(R, L) depends of the size of the composite L, and the
radius of the inclusions R only. |
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2.4. Uniform Lipschitz estimates at necks’ boundaries. Estimates (2.18)
and (2.19) imply Theorem 1.1. Therefore, we complete its proof by obtaining the
crucial estimate (2.20). We start with a geometric observation. Typically a neck II,;
is not symmetric with respect to the line connecting the centers of the disks B; and
Bj. An example of a neck is given on figure 1.3, where we used the local coordinate
system when the centers of the both disks lie on the y-axis. In this coordinate system
the width of the left half-neck is |S1], S1 < 0, and the width of the right half-neck is
|S2], S2 > 0. Note that inequalities S; < 0 Sy > 0 are not true in general. We define
the (possibly negative) minimal relative half-neck width as

ﬂij:min(—%,%), —1< By <1 (2.21)
LEMMA 2.3. For any triangle-neck partition, a neck Il;; has either non-small d;;:
di; > R/100, or non-small 8;; > 1/3.

Proof. Consider the construction of the Delaunay triangulation, and the triangle-
neck partition, as depicted on figure 2.1. For a pair of vertices x; and x; let a;; be the
smallest angle opposite to x;x;: for each x;x; there are two angles opposite to x;x;; on
figure 2.1(a) they are Zx;x;x; and Zx;xxx;. For definiteness, assume a;; = £x;xgX;.
Note that 3;; = cos(a;;) = sin(n/2 — ;). If §;; < R/100, then we claim that we
have an upper bound cos(a;;) > 1/3. Indeed, if §;; < R/100 then we have lower
bounds |xxx;| > 200|x;x;|/201, and |xpx;| > 200[x;x;|/201. Thus «;; could be at
most 7/3 + ¢, for some ¢ < 1. The estimate ;; = cos(a;;) > 1/3 now follows from
the law of cosines. 0

Observe that if a neck II;; has a non-small &;;, d;; > R/100, then the crucial
estimate (2.20) is immediate. Hence we are left to show the following result.

PropPOSITION 2.4. Consider a neck 1l;; such that its relative half-neck width B;; >
1/3, as on figure 2.2. Suppose ¢ satisfies
V- |V[P2Vé =0, for (x,y) € Iy,
n- qu(x, y)|61‘[?; = 07

(2.22)
d(x,y) =1/2, (x,y) € 0B,
Then
IVo| < C, for (z,y) € OII, (2.23)

where the constant C = C(R) depends on R only.

Proof. Since ¢ satisfies homogeneous Neumann conditions on the lateral bound-
aries, we can extend ¢ periodically by even reflection on a domain €2, obtained from
IL;; by mirror reflections along lateral boundaries, see top domain on figure 2.4. Fur-
ther, it suffices to show the estimate (2.22) for ¢ that solves

V- [Ve[P=2Vp =0, for (z,y) € Iy,
d(x,y) =1/2, (z,y) € top part of 9y, (2.24)
d(xz,y) = —1/2, (x,y) € bottom part of 9y

on a family of smooth periodic domains €}y that approximate the periodization of
IL;; arbitrarily well. An example of §)y is depicted at the bottom of figure 2.4. Once
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FIG. 2.4. (Top) Q Periodization of the neck Il;;, and (bottom) Qg smoothening of the boundary.

the boundary of the domain is smooth, we can use classical elliptic regularity theory
as follows. On Qg by [21] the solution ¢ is C1'*(Qy). By the maximum principle
for ¢ we obtain |V¢| > 0. Since ¢ is periodic, it could be thought as a solution
of V- |V¢[P~2V¢ = 0 on a compact domain. Thus |V¢| > C > 0. Therefore the
problem (2.24) is nondegenerate elliptic, and ¢ is C>°(£) (see e.g. [22] Chapter 3).

We conclude that on a domain II;; (see figure 2.5) there is ¢ € C°°(II;;) that
solves

V- |Vo|P~2Ve =0, for (z,y) € IL;j,
$x,y) =1/2, (z,y) € IL;",

—bottom

d)(xay) = _1/25 (a:,y) € aHij )

(2.25)

and it suffices to show that (2.23) holds for such ¢, where the constant C' is indepen-
dent of §;; and smoothening of the boundary.
Following e.g. [14] we will now apply a Bernstein-type argument. Let

Ulz,y) = f(2)|Vo]* + A6?,

where we will chose later the constant A and the function f(x). Note that the latter
is a function of the horizontal variable x only. Denote

Q5 = 6,;j|V¢|p72 + (p — 2)‘v¢‘p74vl¢v]¢, Z,] = 1, 2.
Observe that

Y VilayVie®) =2(p — 1)Vl (2.26)

i,j=1,2
because

Y Vi([VOP2Vig® + (p = 2)| V' Vio V6V ,6°)

ij=1,2

=2 Y Vi (0lVOIP2Vig+ (p — 2)¢|VeIP Vi V6V 0)

1,7=1,2
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/\y

ij

= W

_m
6Hl-j

OIT;; /
—k aﬁ+
P
G

F1G. 2.5. Neck ﬁij with smoothened boundary, and an annulus A.

=2(p—1) Y Vi (¢|V|">Vig) = 2(p — 1)|V|”.

i=1,2

Let us show that

-2
> Vi(ayV,IVeP) = 20Vel 2V + E= Vel [VIVeP|’
i,j=1,2

> [Vo[P2 Vg2,
where

[V2o|* = Z (ViVid)?.

i,j=1,2
Differentiate
V- (|VeP2vg) =0

with respect to Vi to obtain

Y Vi(IVOlr2ViVid + (p - 2)|VeI" ViV 6V, Vig) = 0.

i,j=1,2

Multiply the above by V¢ and obtain

D ViV (VO >ViVio + (p — 2)[ V[P *Vig V6V, Vi) = 0.

4,7=1,2
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It implies that

> Vi (IVeP2Vi| Vgl + (p — 2)[Vo P~ Vig V6V, Vid]?)

i,j=1,2

=2 Z ViV (V[P 2ViVio + (p — 2)|V[P*V,i0V,;6V,; Vi) .

i,j=1,2
Sum over k to obtain

> Vi (IVoP ViVl + (p — 2)|VoP 4 VigV;6V,| Vo)

ij=1,2

— 2| Vo229 + L2 |vgp- HVIvePl,

which is (2.27).
Combining (2.26) and (2.27) for U = f(x)|V¢|? + A\¢? we obtain

> Vila;V,0)
ij=1,2
= |[Vo[® Z Vilai;Vif)+ f Z Vi (ai;V;|Vl?)
ij=1,2 irj=1,2

+2 ) ay V|Vl f (x) + 2(p — DAV = 2 ()| Ve[ ~? V2o

=12

+2(p - 1)/\|V¢\p = Clf'(@)] [Vo[P~H [V2¢| = C|f"(2)] [Vo[”

> (V@ - DA CIF@)) VoI~ [926] + ((p — DA = CLf" @)DV,

where we used the Cauchy-Schwartz inequality in the last step.

We are now ready to choose f(z) and A. Recall that in our notation the distance
between 0B; and 0B; is the smallest at * = 0 and it equals d;; there; see figure 1.3.
Noting that R/6 < f3;;/2, we set f(x) =0, for |z| < R/12, f(z) = (Jz| — R/12)* for
R/12 < |z| < R/6. We can further define f(x) to be smooth, R*/12* < f(x) < 1 for
|| > R/6, and f(z) = 1 near (x,y) € BH?;. Then we can choose a large universal
constant A so that

(VI@m=DX=CIf @) VoI~ [926] + ((p — DA = CIf" (@) Vol > 0.

Therefore U(z,y) = f(2)|Vé(x,y)|[*+Ap?(z, y) satisfies the maximum principle. Since
U satisfies the maximum principle on € (see figure 2.4) as well, its maximum is
achieved on the top or the bottom boundaries of II;;. Using —1/2 < ¢ < 1/2, we
obtain

max_ [Vé(,y)lP < max U@y <C+  max  f@)|Véy
(z,y)€dTL (z,y)€llyy (w,y) €HTTOP HTILOtEOm
(2.28)
Hence we only need to obtain estimates for f(z)|V¢(z,y)|? on the top and the bottom
boundaries. We will obtain them by using barriers for Vé(x,y). Since f(x) = 0, for

|x] < R/12, we need to estimate Vo(x,y), for R/12 < |z| < R only. Fix any point
P:(z,y) € 8Hb0tt0m such that R/12 < |z| < R. Consider two concentric circles Cy
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and C5 of radii R/600 and R/1200, respectively, such that its interior circle is tangent
—bottom

to the OII,; at the point P and the center of the circles does not lie in II;; (see

figure 2.5). Note that the annulus A between these two circles does not intersect the
—bottom

top boundary 6ﬁ§;p for any choice of P : (x,y) € 0Il;; with R/12 < |z| < R.
Therefore the function 1, the solution of

V- |[VY|P2Vy =0, for (z,y) € A,
qu(xay) = 71/23 (IE,y) € Cla (229)
¢(xay) = 1/2’ (xay) S 027
will be a super-solution for ¢ in A NTL;. Lastly 1 (x,y) = ¢(x
|

thus % is a barrier for ¢ at the point P. We have |V (z,y)
therefore we obtain

)=—1/2 at P, and

yY) =
< C, C = C(R), and

max f(@)|Vo(a.y) < C. C=C(R)
(z,y)€01l;;

Using the last inequality and a similar inequality at the top boundary in (2.28), we
obtain (2.23). 0

3. Proofs of Lemma 1.2 and Theorem 1.3
We recall, that for a pair of vertices x; and x;, connected by the edge 1I;;, the
interparticle distance is the distance between the corresponding inclusions

5ij = |Xi - Xj‘ —2R. (31)

Similarly, the interparticle distance between an inclusion and one of the special
(boundary) vertices xy41 and X2 is set as the distance between the inclusion and
the boundary. When concentration of inclusions is high, we expect that a typical
0;; < 1, and, therefore, we are interested in asymptotic values of g;; as d;; — 0.

We will prove a slightly stronger version of Lemma 1.2. More specifically, we have
the following result.

LEMMA 3.1. Consider a neck 11;; between two inclusions B; and B;. Suppose g;; is
given by (2.12). As d;; — 0

9ij = 95 + O(f(6:5)), (3.2)

where the constants g; = G(0;) are given in table (1.11), and

17 pr = 23
f(o) = Iné, if p=3,d=3, (3.3)
o PHA+3)/2  otherwise,

where p > 2 is the power of the power-law nonlinearity and the dimension d = 2 or
d = 3. Consider a neck I1;; between an inclusion B; and the flat boundary j = N or
j=N+1. AS(Si]’—>0

9ij = gi; + O(f(d:5)),
where g7; is given by

9% =2""1G(204). (3.4)
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Proof. Consider a neck II;; between two inclusions B; and B;. For any ¢ € Vi,
and w € Vjj - integrating by parts ¢V - |u|P~2u = 0, we obtain the following identity:

1
1 / WP ~n - w ds = / P2V 6 - w dady. (3.5)
2 JaB,uoB, y

ij

By the direct (2.12) and the dual (2.16) variational principles we have
lg/ |uP~2n-uds — (p— 1)/ |ul? dmdy‘| < gij < / |Vo|Pdady.
OB;U0B; IL,; 1,

Using identity (3.5) in the last inequality we obtain the following variational bounds:
for any ¢ € Vi1,; and u € Vﬁ‘ij

J

Evaluating (3.6) with

(PlulP 2V - u— (p = 1)|uf’) dedy < g;; < / |Vo[Pdudy. (3.6)

ij H%]

o=t == (0 70) &0

we obtain gfj < gij < g;y for

P (R N 1177/ C0) S W K
o= [, mapr = [, [ ] e 69

k¥

It suffices to show that

. pH@? 1 1 )
|9i5 — 9151 = /HJ ({ [H(x))* + [H(x)]z} [H(x)}p> !

' ()] (39
y x - ..
< [, {iyprade=0Us)
and
- # T = g° .
9ij = /Hij [H(x)]pd 9i; + O(f(ézj))7 (3.10)

where g;’ and gzl-j are defined by (3.8). Using Lemma 2.3 we know that as §;; — 0, the
width of II;; stays bounded away from zero and the line segment x;x; that connects
the centers of inclusions always crosses II;;. We then verify (3.9) and (3.10) by lengthy,
but straightforward computations.

The argument for the boundary necks is the same, whereas the last estimate (3.4)
is obtained by observing that two identical boundary necks of the height 6;; glued
along the flat horizontal boundary give one neck between two inclusions, but of height
2(5” O

Proof. [Proof of Theorem 1.3] Denoting

9(5) = Iﬁlln Gij,

)
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and using (1.8) and (1.9) we obtain

dg < a< ngnZ(l +C/g(6))gij [t — ;] = (1 + C/g(6))aa, (3.11)
II;;

where the constant C depends on R and L only. It implies that

|6 — agl < ¢ _ C
dd o g((S) N minnij Yij ’
Theorem 1.3 follows, when we evaluate the right-hand side of the last inequality using
the table (1.11). 0

4. Proof of Theorem 1.6
In order to avoid considering four different cases we will assume that p > 3.
Proof. We use the notation

dd = ti,irznli,l.l..,N I(fl, cee ,tN), I(th v ,tN) = Hzgij“i — tj‘p7 (41)
ij
63=, min I°(ty, .. ), (b, tn) = D gdilt — 17, (4.2)

I

We have (see e.g. [6]) a discrete maximum principle: if all g;; > 0 (or all gg; > 0),
then there exists a unique {t1,t2,...tx} that solve the minimization problem (4.1)
or (4.2), with the estimate

1<t <1,
for any t;. By Lemma 2.2
tasas, min D (g + Ol =P (43)
ij

with ty11 = 1, ty+2 = —1, and the constant C in (4.3) depends on R and L only.
Using —1 < t; < 1 inequalities (4.3) become

ag<a<ag+C. (4.4)

Existence of the percolating cluster and (1.11) implies that

Qg > C(s—p+(al—i-1)/27 &2 > 05_p+(d+1)/2. (4_5)
Thus
@ = dal _ go-(arnys2 (4.6)
aq - ’

and it means that Theorem 1.3 holds if there is a J-percolating cluster. The proof of
Corollary 1.4 requires more work, mainly because in contrast to the case considered
in [6] the quantity

|gl] 7gfj| — 00, as 6 — 0, for H,Lj c Dé,
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where we denote by D5 the set of §-small necks: D5 = {II;;]0;; < 0}. We also denote

°(§) = min q°..
') = i, 9%

From (3.9), (3.10), and (1.11) we estimate
lgij — 98] < Co—PHAES/2 S 11,5 o .
It means that
(1-C9) g7 < gij < (1+C6) gy, if IL; € Ds.
Hence for any {t1,ts,...tn}, that satisfy —1 < ¢, < 1, we obtain

(1= CO) Iy, ... tx) — CEPHETD/2 < 11y ty)
< (1 +CO)I°(ty,... ty) + CoPTEA+3)/2,

It implies that
(1—C8)ag — CoPHID/2 < gy < (14 C8)aG + C5PHIF3/2,

Using the last inequality, estimates (4.6), and (4.5) we obtain (1.14). O
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